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INTRODUCTION

Digital Equipment Corporation offers a variety of cables to
meet many different types of applications and to satisfy user
requirements for a broad range of interconnections. DIGITAL sells
cables for connections to processor busses, power sources, and
peripherals for both local and remote hook-ups. In addition,
DIGITAL sells many general purpose cables to give users maximum
flexibility in design.

DIGITAL cables guarantee compatibility when installing new
systems, expanding present systems, and when replacement
cables are needed. OEM users, in particular, find that DIGITAL
cables simplify designing and reconfiguring systems.

DIGITAL standards
demand quality

Cables are subject to the
same high standards as those
set for all DIGITAL products.
As a result, the design and
materials for every cable have
been chosen carefully. Whether
the cable will be used for a very
specific or general purpose
application, it has been built to
ensure a quality connection. This
results in a simple installation
for the user.




The popular, standard-length cables described in this hand-
book share many of the features that reflect DIGITAL's standards

of quality:
® UL approved material when necessary
® EIA standards
® Grounding shields to reduce cross talk and EMI
® Drain wires and proper grounds
® Cable strain reliefs
® Zero Insertion Force (ZIF) connectors and other connectors

for maximum performance and ease of use









DIGITAL's goal is to provide fast delivery for most high
volume standard-length cables and to provide custom length
cables on a quoted basis for unique applications. For custom
lengths or non-standard types of cables, lead times will vary
depending on the user’s specifications. The latest edition of the
A&SG price list includes current lead times for standard cables.



The complexity of selecting the proper cable and utilizing
standard cables whenever possible can be simplified by familiarity
with this handbook.

Beginning on page 14, a comprehensive two-page description
of the fourteen most commonly used cables is found. The next
section includes a brief description of nineteen additional popular
DIGITAL cables. Each of these descriptions includes the function,
features, and usage of the cable. In addition, the stock number
and standard lengths available are included for the cable assembly
shown. The lists which begin on page 64 contain BC Type cable
assemblies along with some of the 70 Class and 74 Class cables.
The lists which begin on page 84 contain cable assemblies listed
by equipment.



The Cables Handbook is intended for customers receiving products
in high volume and as a reference for DIGITAL sales and service
personnel who assist in configuring systems. If any errors or
omissions are found, please return all suggestions in accordance
with the instructions on page 90. Future editions will be published
based upon new product and corrections and

received from the field.




How to order DIGITAL cables

As previously mentioned, custom lengths and non-standard
cables are offered by DIGITAL upon special request. Contact
the A&SG Specialist through your local DIGITAL sales office
for this information. Standard cables can be ordered from
DIGITAL via the standard order processing procedures for A&SG
products, which include phone, mail, or through a local sales office.

How to order

In Continental USA, call:
or mail order to:

In New Hampshire, call:
or mail order to:

In Alaska or Hawaii, call:
or mail order to:

In Canada, call:
or mail order to:

Outside North America, call or mail to:

ARGENTINA
DIGITAL AUTHORIZED REPRESENTATIVE
Coasin Argentina
Calle Nazca 1171
Buenos Aires 1416
Argentina
Telephone: (54)(1)-580043
(54)(1)-580044
Telex: 390-22284 +

AUSTRALIA

Digital Equipment Australia Pty. Ltd.
Accessories & Supplies Group

PO. Box 491

Crows Nest, New South Wales 2065
Australia

Telephone: (61)2)-4282866
Telex: 790-23226

800-258-1710
Di gltal Etéulpment Corporation

Nashua, NH 03061

303-8‘%4-0300 Cor
glta %spmenl rporation

Nashua, NH 03061

408-734-4915

%gllal Equipment Corporation
Carribbean Drive

Sunnyvale, CA

800-267-6146
Dgllal Equipment of Canada LTD.
PO. Box 13000

Kanata, Ontario, Canada K2K 2A6
Att: A&SG Business Manager
TELEX: 610-562-8732

AUSTRIA

Central European Region

Digital Equipment Corporation, Ges.mbH
Shopping City Sued

A-2331 Voesendorf bei Wien

Austria

Telephone: (431(222)67-76-41

Telex: 847-134995

BELGIUM

General European Region
Digital Equipment N.V.S.A.
Boulevard Brand Whitlock 87
B-1040 Brussels

Belgium

Mwhonv (32H2}733—9650
Telex:



BOLIVIA

DIGITAL AUTHORIZED REPRESENTATIVE

Coasin Bolivia S.R.L.

Casilla 7295

LaPaz

Bolivia

Telephone: (59)(1)}340-962
(59)(1)-363-365

Telex: 356-BX5255

Cable: COALAP

BRAZIL
Digital Equipment Comercio e
Industria Ltda.

Avenida Augusto Severo, 156-B

20021 Rio de Janeiro, RJ

Brazil

Telephone: (55)(21)-221.9022
(65)(21)-252-9233

CANADA

Digital Equipment of Canada, Ltd.

Accessories and Supplies Group

PO. Box 13000

Kanata, Ontario K2K 2A6

nada

Telephone: (800) 267-6146
(613)592.5111

Telex: 610-562-8732

HILE
DIGITAL AUTHORIZED REPRESENTATIVE
Coasin Chile Ltd.
Teatinos 574 20 Piso
Casilla 14588, Correo 21

Telephone lt.lu)l (56)2)-72-4657
Cable: COACH|

CHINA, REPUBLIC OF

DIGITAL AUTHORIZED REPRESENTATIVE
China Computer: Covpovallon

2nd Floor, No. 75, Sec. 4

270 Nanking East Road

Taipei, Talwan

Republic of China

Telephone: ‘as;mmmss
Telex: 26834 CCOM!

DENMARK

General European Region

Digital Equipment Corporation AS
Kristineberg 3

DK-2100 Copenhagen O

Denmark

Telephone: (451(1)-299666
Telex: 855-19675

DIGITAL AUTHORIZED REPRESENTATIVE
Giza Systems Engineering

PO. Box 1913

ET-Cairo

Egypt

Telephone: 987114

987276
Telex: 927-92096 E K AUN

ENGLAND

Digital Equipment Co. Ltd.
Units 9 & 10, Stadium Way
Scours Lane

GB-Reading RG3 6BX

England

Telephone: (44)(734)583555
Facsimile No: (44)-(734)-583555
Telex: 851-847188

FINLAND

General European Region

Digital Equipment Corporation OY
PL16

SF.02201, Espoo 20
Finland
Telephone: (358)-(0)-42-35-11
Telex: 857-122324

FRANCE

Digital Equipment France
25 Place De La Loire

Zone Silic 225

94533 Rungis

France

Telephone: (33)-1-687-2570
Telex: 260840



GERMANY (WEST)
Digital Equipment GmbH
Wallensteinplatz 2

Munich 40
West Germany
Telephone: (49)(89)-35031
Facsimile No: (49)(89)-35031
Telex: 841-215780

HOLLAND

Digital Equipment Corporation bv.
Kaap Hoorndreef 66

3563 AV Utrecht

Netherlands

Telephone: (31):30-63-12-22
Telex: 844-40370

HONG KONG

Digital Computer Hong Kong Ltd.

1303-1309 Dominion Center

4359 Queen's Road East

Wanchai

Hong Kong

Telephone: (852)-(5)-282306 or
(852)(5)-273178

Telex: 780-76424

INDIA
DIGITAL AUTHORIZED REPRESENTATIVE
Hinditron Computers Pvt. Ltd.
504 Raheja Chambers
Backbay Reclamation Scheme
Bombay 400 021
India
: 244207
Telex: 011-2326
Cable: TEKHIND

ISRAEL
Central European Region
DECsys Computers Ltd.
4 Yirmiyahu Street
1L-63505 Tel Aviv
lsrael
lephone (Sales): (972)(3)-440763
m.pm (F &k (972){3)-453202
Telex: 92232

ITALY

Digital Equipment S.p.A.
Viale Fulvio Testi, 117
Ang. Via Gorki 105
1-20092 Cinisello Balsamo

Milan

Italy

Telephone: (391(261797
Telex: 843333435
JAPAN

Digital Equipment Corporation Int'l.
Accessories & Supplies Group
Kowa Building No. 25 (Third Floor)
87, Sanbancho, Chiyoda-ku

Tokyo 102

Japan

Telephone: (81)(3)-264-7101
Telex: 78126428

KOREA
DIGITAL AUTHORIZED REPRESENTATIVE
Oricom Inc.

C.PO. Box 289

Seoul

Korea

Telephone: (82)(2)-763-8151/9

Telex: ORICOM K787-26577

IRELAND Cable: ORICOMENG SEOUL

North European Region

Digital i Ltd.

Park House Digital Equipment de Mexico, S.A. de C.V.
North Circular Road Apartado Postal 121009

IRL-Dublin 7 Mexico 12, D.F.

Ireland MeXICO

Telephone: (353){1)- lephone: (905)-687-34-22

-308-433
Facsimile No: (353)(1)-308-433, X18
Telex: 85231023

Tblll. 3531772599



NEW ZEALAND

Digital Equlpmenl New Zealand Ltd.
PO. Bo:

Greenlana, Auckland

New Zealand

Telephone: (64}(9}591289

Telex: 791-2726

NIGERIA

DIGITAL AUTHORIZED REPRESENTATIVE
Data Sciences Nigeria, Ltd.

PO. Box 6352

Yaba-Lagos

Nigeria
Tel

H

: 846489
Cable: EARTH/LAGOS
NORWAY
Digital Equipment Corporation A/S
Pottemarkerveien 8
Olso 9
Norway
Telephone: (47)-2-16-02-90
Telex: 19079

SAUDI ARABIA

DIGITAL AUTHORIZED REPRESENTATIVE
CIO Abbar and Zainy

Attention Mr. David Joury

PO. Box 461

Jeddah

Saudi Arabia

Telephone: (966)21):50143

Telex: 928-401062

Digital Equipment Company Ltd.
C/O Abbar and Zainy

PO. Box 567

Dammam

Saudi Arabia

Telephone: (966)-(31)-21956
Telex: 928601056

Digital Equipment Company Ltd.
C/O Abbar and Zainy

PO. Box 393

Riyadh

Saudi Arabia

Telephone: (966)-(1)-465-7309
Telex: 928201128

PERU

DIGITAL AUTHORIZED TATIVE
Avda F.D. Roosevelt 105

lea 1

Peru
Telephone: (51}(14}286650
Telex: 354-25663

PUERTO RICO
Digital Equipment Latin America
11038

Fernandez Juncos Station
Santurce 00910

Puerto Rico

Telephone: (809)723-0190
Telex: 385-9056

Digital Equipment Singapore (Pte) Ltd.
San Centre, First Floor

Chin Swee Road, Singapore 0316
Republic of Singapore

Telephone: (65)-982051

Telex: 782-25435

SPAIN

General European Region
Digital Equipment Company Ltd.
Sucursal en Espana

Agustin de Foxa 17

E-Madrid 16

Spain
Telephone: (34(1)733-1900
Facsimile No: (34}(1)215.9976
Telex: 83142192




SWEDEN

General European Region

Digital Equipment AB

Box 1250

$17124 Solna 1

Sweden
Visitors or Shipping Address:
Englundavagen 7, Solna

(46)(8)-730-0800

Swi D

General European Region

Digital Equipment Corporation, AG
Schaffhauserstrasse 144

Ch-8302 Kloten/ZH

Switzerland

Telephone: (41)(1}816-91-11
Telex: 845-56059

VENEZUELA
DIGITAL AUTHORIZED REPRESENTATIVE
Coasin Computacion, C.A.
La Urbina
Apdo Postal 70136
Caracas 1071A
Venezuela
(58)2)-387886
(58)2)-387842
Telex: 39521228 +

YUGOSLAV!

DIGITAL AUTHORIZED REPRESENTATIVE
Elektrotehna TZR Digital

Karadjordjev TRJ 13

11080 Zemun Belgrade

Yugoslavia

Telephone: (38)(11)}69-45-37

Telex: 86211662

Elektrotehna TZR Digital
Linhartova 62/A
6100 Ljubljana
Yugoslavia
Telephone: (381(61)-326661
Telex: 86231578

Elektrothna TZR Digital

Aleja Borisa Kidrica 2
Zagrebacki Velesajam

41000 Zagreb

Yugoslavia

Telephone: (38)(41)51-66-90

FOR ALL OTHER COUNTRIES
CONTACT

INTERNATIONAL MARKET
DEVELOPMENT DISTRICT

Digital Equipment Corporation
Accessories & Supplies Group

PO. Box 577

Littleton, Massachusetls 01460
Telephone: 617-486:71

Telex: 710-347-7651

+10.2-



SPECIAL
NOTE

This handbook is an easy-to-use
source of information about the most
commonly used DIGITAL cables. For
these, it is a basic reference guide to
functions, features, and benefits, where
the cables are used, and specific ordering
information.

If you are looking for more informa-
tion, or need background on a cable not
described in the handbook, or want to
inquire about custom lengths — call
your local sales office and ask for the
A&SG Specialist for your area.




CABLE LENGTH IDENTIFICATION CHART

The chart below will assist you in identifying cable lengths.

A Cable model number beginning with BC indicates an English length.
A Cable model number beginning with BN indicates a metric length.
70 Class Cables conform in general to the English length system, but some older cables may not conform.

INCHES OR TENTHS FEET AND INCHES
OR METERS OR METERS AND TENTH METERS
VARIABLE VARIABLE
LENGTH IDENTIFIER LENGTH. IDENTIFIER

1inch /1M 0A 1 foot 0 inches/1.0M 01
2 inches/.2M 0B 2 feet 0 inches/2.0M 02
3 inches/.3M oc 1 foot 1 inch /1.1M 1A
4 inches/.4M 0D 1 foot 2 inches/1.2M 1B
5 inches/.5M OE 2 feet 3 inches/1.3M 2C
6 inches/.6M OF 2 feet 4 inches/1.4M 2D
7 inches/.7TM OH 2 feet 5 inches/1.5M 2E
8 inches/.8M 0J 3 feet 6 inches/1.6M 3F
9 inches/.9M 0K 3 feet 7 inches/1.7M 3H
10 inches oL 3 feet 8 inches/1.8M 3J
11 inches oM 4 feet 9 inches/1.9M 4K

4 feet 10 inches 4L

4 feet 11 inches aMm

going up to
9 feet 11 inches oM
9.9M 9K



gl

FEET OR METERS HUNDREDS AND TENS OF FEET OR METERS

VARIABLE VARIABLE

LENGTH IDENTIFIER LENGTH IDENTIFIER
10 feet/M 10 100 feet/M A0
11 feet/M 11 110 feet/M A1
12 feet/M 12 120 feet/M A2
13 feet/M 13 130 feet/M A3
14 feet/M 14 140 feet/M A4
15 feetiM 15 150 feet/M A5
16 feet/M 16 160 feet/M A6
17 feet/M 17
18 feet/M 18 going up to
19 feet/M 19 2190 feet/M 29
20 feet/M 20

going up to

99 feet/M 99

NOTE: The letters G, |, O, Q, X will not be used to identify cable lengths.

Examples: BCO08M-0M-11"
BC11A-8F-8'6"
BN11A-04-4M
BCO5V-FO-600
70-08612-4A-49”



BCO1V

DESCRIPTION

The BCO1V is an RS232 EIA input/output cable used for
asynchronous serial line unit interfacing. It is a limited modem
control cable; the H856 mates with the computer interface,
and the RS232C male mates with a modem device or null
modem connection.

FEATURES

® 15-conductor

® 44 position H856 connector

® 25-pin RS232C male connector
e Compact, round cable

WHERE USED
® DIGITAL processor interfacing options

® Non-DIGITAL processor interfacing options



BCO1lV
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ORDERING INFORMATION

The following lists the stock number and length of the BCO1V
cable assembly:

Stock Number Length
BCO1V-25 25 feet

Custom lengths quoted on request.




BCO3M

DESCRIPTION

The BCO3M is a null modem cable for local EIA connections
with a 25-pin RS232 female connector at each end. The cable
can be used with DIGITAL processors as well as many
processors not manufactured by Digital Equipment Corporation.
A typical hook-up would be one end to the male connector of
the EIA processor interface cable and the other end to a male
connector of a terminal cable.

FEATURES
® 6-conductor, round cable, 3-twisted pair

® Cables over 100 feet are pre-assembled — with only one end
fully terminated so the cable can be run through conduit

® Three individually shielded, twisted pair reduce cross
talk and EMI on signal lines

WHERE USED

® General purpose null modem cable
® DIGITAL processors

® Many non-DIGITAL processors



BCO3M

RS232 RS232
Femaie Connector Female Connector
P | 1 8"
|88l 1a88) 25
!

ORDERING INFORMATION

The following lists the stock number and length of the BCO3M
cable assembly:

Stock Number Length

BCO3M-25 25 feet
BCO3M-A0 100 feet
BCO3M-B5 250 feet
BCO3M-EO 500 feet
BCO3M-LO 1,000 feet

Custom lengths quoted on request.

dlilglilt}a



BC04z

DESCRIPTION

The BC04Z is a 40-conductor, flat cable which can be used
as a multi-purpose cable when doing interface design. It has
one end open which allows the user to custom configure
this cable to specific system requirements. It is also referred
to as 70-07036.

FEATURES

® Ground plane shield

® One end open for custom use

® One end terminated (H856 connector)
® Mechanically flexible

WHERE USED
® DIGITAL Interface kits
® Multiple applications



BC04z

H856 Connector

ORDERING INFORMATION

The following lists the stock numbers and lengths of the BC04Z
cable assembly:

Stock Number Length
BC04Z-01 1 foot
BC04Z-06 6 feet
BC04Z-10 10 feet
BC04Z-15 15 feet
BC04Z-25 25 feet
BC042Z-50 50 feet

Custom lengths quoted on request.



BCOSC

DESCRIPTION

The BCO5C is an RS232C EIA input/output cable used for
asynchronous, serial line unit interfacing. The cable can be
used for full or limited modem control applications. The H856
connector mates with the computer interface, and the RS232C
male mates with a modem device or null modem connection.

FEATURES

e Full, 25-conductor round cable

® Built-in strain relief

® H856 and RS232 male connectors
e Compact, rugged

WHERE USED

e DN11 e DL11WB

e DL1E e DPBEA

e DLV11 e DS10

e DL11B e DS11

e DL11D e DCOSC

® DIGITAL processor @ Some non-DIGITAL processor
options options

.20-



BCOSC

RAS232C
H856 Connector Male Connector

T

»omzxE

ORDERING INFORMATION

The following lists the stock numbers and lengths of the BCO5C
cable assembly.

Stock Number Length
BC05C-25 25 feet
BC05C-35 35 feet
BC05C-50 50 feet

Custom lengths quoted on request.

.21



BCOSD

DESCRIPTION

The BCO5D is an asynchronous modem interfacing cable with
RS232 connectors at both ends. It is a full modem control
cable with 25 conductors. The BCO5D will connect to a male
connector on a modem and a female connector on a terminal.
This cable has been extensively tested for use over a wide
range of baud rates. It can also be used as an extension
cord for the BCO5C.

FEATURES

® Connectors with built-in strain relief

® 25-conductor, round cable

® RS232 connectors on both ends iy
® 1:1 wiring

WHERE USED

@ Can be used in many applications requiring EIA extensions

23



BCOSD

RS232 Connector RS232 Connector

ORDERING INFORMATION

The following lists the stock numbers and lengths of the BCO5D
cable assembly:

Stock Number Length
BCO5D-10 10 feet
BCO05D-25 25 feet
BCO05D-50 50 feet
BCO05D-60 60 feet
BCO5D-A0 100 feet

Custom lengths quoted on request.

.23-



BCOSM

DESCRIPTION

The BCO5M is a current loop input/output cable assembly also
referred to as the 70-08360. It is used with DIGITAL processors
for 20mA current loop interfacing applications. Its 3-twisted
pair make it ideal for applications where minimizing cross
talk is necessary. Its performance approaches that of a coaxial
cable, but it costs less, takes up less room, and is more flexible.

FEATURES
® 3-twisted pair
@ Shielded conductors
® Built-in strain relief
°

H856 connector at one end and MATE-N-LOK connector
at the other; both are female connectors.

WHERE USED

® LSI-11 DL11WA
e PDP-8 KL8E

e DL11A KL8JA
e DL11C PDP-11
e DLV11

-24-



BCOSM

MATEN-LOK
Connector

H856 Connector

T

cpeExIma
ER3EZIRBE <Fcovzrzmon .

ORDERING INFORMATION

The following lists the stock numbers and lengths of the BCO5M

cable assembly:

Stock Number
BCO5M-04
BCO5M-06
BCO5M-10
BCO5M-15
BCO5M-25
BCO5M-2C

Custom lengths quoted on request.

Length
4 feet
6 feet
10 feet
15 feet
25 feet
2 feet 3 inches




BCO6S

DESCRIPTION

The BCO6S is a DIGITAL, MASSBUS, input/output cable designed
for rugged external unit use. Its Zero Insertion Force (ZIF)
keyed connectors ensure trouble-free, no-miss match connec-
tions for “MASSBUS" units. Its rear receptacle (mounted
on a user's units) allows easy transition from flat BCO6R
cable to this assembly. The BCO6S can also be marked to
ensure ease of system reconfiguration.

FEATURES

® Exclusive, DIGITAL-designed Zero Insertion Force (ZIF)
connectors at each end

Strain relief housings on each end
Installed drain wires
Impedance-controlled cable

.
.
°
® Customer selectable keying

WHERE USED
® MASSBUS devices such as RP04, RP06, RP07, RM03



BCO6S

2IF Connector ZIF Connector

ORDERING INFORMATION

The following lists the stock number and the length of the
BCO6S cable assembly:

Stock Number Length
BC06S-10 10 feet
BC06S-25 25 feet
BC06S-40 40 feet

Custom lengths quoted upon request.

=%



BCO7A

DESCRIPTION

The BCO7A 20-twisted pair cable assembly is especially suited
for use when minimizing cross talk is an important consider-
ation. This cable is convenient for interfacing design, since
the terminated end fits most module connectors and the
unteri end permits ion of a unique termination
to suit the designers requirements.

FEATURES
® Pre-assembled — one terminated end
® Terminated end compatible with many DIGITAL /O modules

® Unterminated end permits installation of a non-DIGITAL
connector to provide compatibility with customer-supplied
equipment/instruments

® Twisted pair conductor-type cable tends to reduce cross
talk on signal lines

WHERE USED

M1501

M1502

M1703

M1705

M1709

M1710

W966

W67

DECKit 11 /O Interface product family
Many general applications

-28-



BCO7A

H856 Connector

“EBIEREIART TSRS ERTNOS ¢

ORDERING INFORMATION

The following lists the stock numbers and lengths of the

BCO7A cable assembly:

Stock Number
BCO7A-10
BCO7A-15
BCO7A-25

Custom lengths quoted on request.

Length
10 feet
15 feet
25 feet




BCO8SR

DESCRIPTION

The BCO8R is a flat, 40-conductor, mass-terminated cable
assembly that is designed to provide a low noise, trouble-free
interface to a large number of DIGITAL units. It is manufac-
tured to DIGITAL's strict cable requirements. The basic,
flexible design allows the BCO8R to be twisted in a complex
assembly. This cable is wired in reverse configurations (A to VV).

FEATURES
e Full ground shield
® Thin, lightweight, flexible

WHERE USED
® Multi-applications

-30-



BCO8SR

H858 Connector H856 Connector

"
i f—

gp<EcosERINGS
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ORDERING INFORMATION

The following lists the stock number and length of the BCO8R
cable assembly:

Stock Number Length
BCO8R-02 2 feet
BCO8R-03 3 feet
BCO8R-04 4 feet
BCO8R-06 6 feet
BCO8R-08 8 feet
BCO8R-10 10 feet
BCO8R-12 12 feet
BCO8R-20 20 feet
BCO8R-25 25 feet
BCO8R-30 30 feet
BCO8R-50 50 feet
BCO8R-60 60 feet
BCO8R-A0 100 feet

Custom lengths quoted on request.

.31-



BCl1lA

DESCRIPTION

The BC11A is a 120-conductor, ribbon cable used to connect
system units in different mounting drawers or assemblies.
The 120 signals include all the 56 UNIBUS lines plus 64 grounds.
Signals and grounds alternate to minimize cross talk. The
ground wires provide the ground plane necessary to establish
a characteristic impedance and also shield the signal lines
from each other for cross talk protection. It is designed for
the high-speed bus structure shared by the PDP-11 processor,
memory and all peripherals.

FEATURES

® 120-conductor

e Two, flat FLEXPRINT cables with additional insulation
between them to minimize cross-talk.

e Easy insertion to UNIBUS and peripheral backplanes

e Gold-plated contact fingers on M-Series connectors

@ M929 connector on one end; M919 connector at the other

WHERE USED

For connections to PDP-11 UNIBUS

.32-



BCl1lA

M919 Connector M929 Connector

ORDERING INFORMATION

The following lists the stock number and length of the BC11A
cable assembly:

Stock Number Length
BC11A-02 2 feet
BC11A-03 3 feet
BC11A-04 4 feet
BC11A-05 5 feet
BC11A-06 6 feet
BC11A-07 7 feet
BC11A-08 8 feet
BC11A-10 10 feet
BC11A-12 12 feet
BC11A-15 15 feet
BC11A-20 20 feet
BC11A-25 25 feet
BC11A-35 35 feet
BC11A-50 50 feet
BC11A-8F 8 feet 6 inches

Custom lengths quoted on request.
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BC118

DESCRIPTION

The BC11S is an 18-twisted pair, general purpose interfacing
cable assembly. The 18-twisted pair make it ideal for high-
speed parallel interfacing. The H856 terminations are commonly
used allowing the cable to be connected to many different
type devices. Its performance approaches that of a coaxial
cable but it costs less, occupies less space, and is more flexible.

FEATURES

® 36-conductor, round cable

@® Built-in strain relief

® H856 end connectors

® Rugged outside jacket for protection

WHERE USED
® LA180
® General purpose
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BC11S

H56 Connector

—

uu w

H8S6 Connector

ORDERING INFORMATION
The following lists the stock numbers and lengths of the BC11S

cable assembly:

Stock Number
BC11S-25
BC11S-50
BC11S-A0

Custom lengths quoted on request.

.35

Length
25 feet
50 feet
100 feet




BCR2A

DESCRIPTION

The BC22A is a special cable for connection to asynchronous
EIA devices such as the VT100, LA120, and LA34. It is a
6-conductor (including shield) cable with 25-pin female EIA
RS232 connectors on both ends, wired in null modem config-
uration.

FEATURES

® Tough, molded-on connectors for long life, reliability,
compactness, and easy grip

® Braided shield to minimize noise pickup and EMI radiation
® Lower cost than general purpose EIA cables

WHERE USED

® VT100

® LA120

® LA34

® Null Modem Applications
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BCR22A

ORDERING INFORMATION

The following lists the stock number and length of the BC22A
cable assembly:

Stock Number Length
BC22A-10 10 feet
BC22A-25 25 feet
BC23A-10 (kit of five) 10 feet
BC23A-25 (kit of five) 25 feet

When a cable of more than 25 feet is necessary, the DIGITAL

cable BCO3M is recommended.

Custom lengths quoted on request.
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BCR2B

DESCRIPTION

The BC22B is a special cable for connection to asynchronous
EIA devices such as the VT100, LA120, and LA34. It is a
14-conductor (including shield) cable with one male and one
female 25-pin EIA RS232 connector, wired 1:1. It connects a
VT100, LA120, or LA34 to the female connector on a modem,
and can also be used as an extension cable for these terminals.

FEATURES

® Tough, molded-on connectors for long life, reliability,
compactness, and easy grip

® Braided shield to minimize noise pickup and EMI radiation
® Lower cost than general purpose EIA cables

WHERE USED
e VT100
® LA120
® LA34



BCR22B

ORDERING INFORMATION

The following lists the stock number and length of the BC22B
cable assembly:

Stock Number Length
BC22B-10 10 feet
BC22B-25 25 feet
BC23B-10 (kit of five) 10 feet
BC23B-25 (kit of five) 25 feet

When a cable of more than 25 feet (or one having the full
25 connectors) is necessary, use the DIGITAL cable BCO5D.

Custom lengths quoted on request.
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70-11212

DESCRIPTION

This cable is specifically designed for use with the M7258
interface module and the LP11 line printer. It is designed for
high-speed parallel interfacing. This cable assembly has been
extensively tested with the LP11 at 300 lines per minute.

FEATURES

® 24 twisted pair

® Built-in strain relief

® Screw-in 50-pin plug at one end; H856 connector at the other

WHERE USED
® LP11
® M7258 interface module



70-112312

50-Pin Plug

o770,

f—
b

H856 Connector

ORDERING INFORMATION

The following lists the stock numbers and lengths of the

70-11212 cable assembly:

Stock Number
70-11212-25
70-11212-50
70-11212-A0

Custom lengths quoted on request.

Length
25 feet
50 feet
100 feet




BCO1lR

DESCRIPTION

The BCO1R is a 25-conductor, round, data communications
cable commonly used with the PDP-11 computer family. It has
a male EIA RS232 connector at one end and a single height,
extended length M970 connector at the other end. An M9700
connector may be used in place of the M970 in this particular
cable assembly.

M970 Connector Male Connector
|
o o u 25
OF—K _‘l
O 9l
loglha
[

ORDERING INFORMATION

The following lists the stock numbers and the lengths of the
BCO1R cable assembly:

Stock Number Length
BCO1R-25 25 feet
BCO1R-50 50 feet

Custom lengths quoted on request.

dlilgliltiall
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BCO3C

DESCRIPTION

The BCO3C is a general purpose, 9-conductor, flat coaxial
cable with W021 connectors on each end and 1:1 wiring.

W021 Connector WO021 Connector

ORDERING INFORMATION
All lengths quoted to meet user requirements.




BCO3H

DESCRIPTION

The BCO3H is a 19-conductor, flat, dual mylar cable with M901
connectors at each end, which can be used for multiple
applications.

M901 Connector M901 Connector

ORDERING INFORMATION

The following lists the stock numbers and lengths of the
BCO3H cable assembly:

Stock Number Length
BCO3H-03 3 feet
BCO3H-07 7 feet
BCO3H-10 10 feet

Custom lengths quoted on request.
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BCO3J

DESCRIPTION

The BCO3J is a multi-use, 9-conductor, flat coaxial cable
consisting of a WO028 connector at one end and a W021
connector at the other end.

WO028 Connector W021 Connector

ORDERING INFORMATION

The following lists the stock numbers and lengths of the
BCO03J cable assembly:

Stock Number Length
BC03J-05 5 feet
BC03J-10 10 feet
BC03J-15 15 feet
BC03J-25 25 feet

Custom lengths quoted on request.
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BCO3L

DESCRIPTION

The BCO3L is a round, 15-conductor cable consisting of an
HB56 44-position connector at one end and a filtered EIA
RS232 male connector at the other end. It is used in serial
interface applications and is specifically designed for panel
mounting.

RS232
Filtered Male Connector 858 Connector

ORDERING INFORMATION

The following lists the stock numbers and lengths of the
BCO3L cable assembly:

Stock Number Length
BCO3L-05 5 feet
BCO3L-10 10 feet
BCO3L-1K 1 foot, 9 inches
BCO3L-01 1 foot

Custom lengths quoted on request.
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BCOSW

DESCRIPTION

The BCO5W is a 50-conductor, flat ribbon, shielded signal cable
with 1:1 wiring. It is a general purpose cable which can be
connected to a variety of devices at the user's discretion.

50.Conductor 50.Conductor
Female Socket Connector Female Socket Connector

ORDERING INFORMATION

The following lists the stock number and length of the BCO5W
cable assembly:

Stock Number Length
BCO5W-04 4 feet
BCO5W-10 10 feet
BCO5W-25 25 feet

Custom lengths quoted on request.
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BCO6R

DESCRIPTION

The BCO6R is a 40-conductor, flat, shielded, input/output
cable assembly used for MASSBUS applications. It contains a
ground plane shield and has H855 connectors at both ends.
It was first used with the RP04 disk drive.

HB855 Connector H855 Connector
Li==N 2

ORDERING INFORMATION

The following lists the stock numbers and lengths of the
BCO6R cable assembly:

Stock Number Length
BCO6R-06 6 feet
BCO6R-10 10 feet
BCO6R-25 25 feet
BCO6R-50 50 feet

Custom lengths quoted on request.
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BCO7D

DESCRIPTION

The BCO7D is a multi-purpose cable assembly fabricated from
two 20-conductor, flat ribbon cables. It has a 40-pin H856
connector at one end, and the other end is open to enable
the user to customize the cable for compatibility to meet
system requirements.

H856 Connector

ORDERING INFORMATION

The following lists the stock number and length of the BCO7D
cable assembly:

Stock Number

Length
BCO7D-10 10 feet
BCO7D-15 15 feet
BCO7D-25 25 feet

Custom lengths quoted on request.



BCO8H

DESCRIPTION

The BCO8H is a 60-conductor, flat, FLEXPRINT cable used as
the internal bus expansion cable for the PDP-8 computer
family. It has a dual height M936 connector at one end and a
dual height M937 connector at the other end.

M836 Connector M937 Connector
vt v2
A1 A2
vi| v2
A1l A2

ORDERING INFORMATION

The following lists the stock numbers and lengths of the
BCO8H cable assembly:

Stock Number Length
BCO8H-3F 3 feet 5 inches
BCO8H-4F 4 feet 5 inches

Note: Expansion cables of this type which are longer than
feet 5 inches are not recommended by Digital

Equipment Corporation.
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BCOosM

DESCRIPTION

The BCO8M is an extender cable fabricated from two FLEXPRINT
mylar cables. It contains an H859 connector at each end and
is commonly used for self testing on the PDP-8/E. Each
connector has cable clamps for added strength.

H859 Connector H859 Connector

ORDERING INFORMATION

The following lists the stock number and the length of the
BCO8M cable assembly:

Stock Number Length
BCO8M-0M 11inches

Custom lengths are quoted on request.
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BCO8S

DESCRIPTION

The BCO8S is a 40-conductor, flat, shielded I/O cable consisting
of two 40-socket end connectors wired 1:1. The BCO8S has
multiple applications including use on the LABS8-E.

40-Pin Socket 40-Pin Socket

f—

4

FegcosERERaS

8

€€

AR f—

ORDERING INFORMATION

The following lists the stock numbers and lengths of the
BCO08S cable assembly:

Stock Number Length
BC08S-01 1 foot
BC08S-02 2 feet
BC08S-05 5 feet
BC08S-06 6 feet
BC08S-10 10 feet
BC08S-15 15 feet
BC08S-25 25 feet

Custom lengths quoted on request.



BC10J

DESCRIPTION

The BC10J is fabricated from 9-conductor, flat coaxial cables
with a QUICK LATCH connector at one end linked to two
W857 connectors and two W858 connectors at the other end.
It is an /O memory bus cable assembly and was first used
on the KI10.

(2) WBS8 Connectors

QUICK-LATCH
Connector

(2) W8s7 Connectors

ORDERING INFORMATION

The following lists the stock numbers and lengths of the
BC10J cable assembly:

Stock Number Length
BC10J-05 5 feet
BC10J-07 7 feet
BC10J-10 10 feet
BC10J-15 15 feet
BC10J-25 25 feet
BC10J-35 35 feet

Custom lengths quoted on request.
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BClO0K

DESCRIPTION

The BC10K is a 75-conductor, round cable with two QUICK
LATCH end connectors. It is a PDP-10 memory bus cable,
and was first used on the KI10. The conductors are made of

silver for high speed reliability.

QUICK-LATCH
Connector

QUICK-LATCH
Connector

ORDERING INFORMATION

The following lists the stock numbers and lengths of the

BC10K cable assembly:

Stock Number
BC10K-05
BC10K-10
BC10K-25
BC10K-35

Custom lengths quoted on request.
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Length
5 feet
10 feet
25 feet
35 feet




BCl1lK

DESCRIPTION

The BC11K is a 20-twisted pair, round, interface cable
commonly used on the DR11C. It has one 40-pin H856
connector at one end with built-in strain relief; the other
end is open. It is also referred to as 70-08883.

HB56 Connector

e

EBIERIRgE EcovERENO> -

ORDERING INFORMATION

The following lists the stock numbers and lengths of the
BC11K cable assembly:

Stock Number Lengths
BC11K-25 25 feet

Custom lengths quoted on request.
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BC20J

DESCRIPTION

The BC20J is a 13-twisted pair, 28-gauge conductor, /O cable
assembly with DIGITAL-designed Zero Insertion Force (ZIF)
connectors on each end. Each connector has built-in strain
relief, a shield drain, center drain wire and ground wire. The
BC20J is commonly used on the RLO1 disk drive and is
also referred to as 70-12122.

2IF Connector 2ZIF Connector

v = s

ORDERING INFORMATION

The following lists the stock number and the length of the
BC20J cable assembly:

Stock Number Length
BC20J-10 10 feet
BC20J-20 20 feet
BC20J-40 40 feet
BC20J-60 60 feet

Custom lengths quoted on request.
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BCRON

DESCRIPTION

The BC20N is a five-foot, null modem cable assembly for use
with DLV11-J. It has a female EIA RS232 connector with built-in
strain relief at one end and a 10-pin keyed socket at the other
end.

10-Pin
Socket Connector

RS232
Female Connector

ORDERING INFORMATION

The following lists the stock numbers and lengths of the
BC20N cable assembly:

Stock Number Length
BC20N-05 5 feet

Custom lengths quoted on request.
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BCR1B

DESCRIPTION

The BC21B is a five-foot cable assembly for use with DLV11-J.
It is fabricated from three individually shielded twisted
pair, and has a male EIA RS232 connector with built-in strain
relief at one end and a 10-pin keyed socket at the other end.

10-Pin
Sacket Connector

RS232
Male Connector

ORDERING INFORMATION

The following lists the stock number and length of the BC21B
cable assembly:

Stock Number Length
BC21B-05 5 feet

Custom lengths quoted on request.
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70-08288

DESCRIPTION

The 70-08288 is a 3-conductor, power control cable assembly
used with the PDP-11 computer family. It has keyed connectors
at each end to ensure positive hookup.

Keyed Connactor Keyed Connector

e

ORDERING INFORMATION

The following lists the stock numbers and lengths of the
70-08288 cable assembly:

Stock Number Length
70-08288-05 5 feet
70-08288-25 25 feet
70-08288-3F 3 feet 6 inches
70-08288-8F 8 feet 6 inches

Custom lengths quoted on request.
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70-08612

DESCRIPTION

The 70-08612 is a multi-purpose, flat jumper cable terminated
at both ends by a dual-in-line, 16-pin Dip connector.

Dip Connector Dip Connector

ORDERING INFORMATION

The following lists the stock numbers and lengths of the
70-08612 cable assembly.

Stock Number Length
70-08612-1F 18 inches
70-08612-4A 49 inches
70-08612-6A 6 feet 1inch
70-08612-0D 4 inches
70-08612-0F 6 inches
70-08612-0K 9inches
70-08612-0M 11 inches

Custom lengths quoted on request.
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BC TYPE BCOl1lA - BCO2C
WHERE USED DESCRIPTION MODEL

all, ﬁlL DCo2 . ... M850 to EIA RS232-B, 25 Ft. Male ...

DCO8- .W853 to EIA RS232-B, 25 Ft. Male .
. G857 to EIA RS232-B, Male ...
.2 W854 to Amphenol 2013111 .

DCOBB PDP8, PTO8 .
RPO1, RPO2 ..

DCO08-B . G857 to EIA RS232-B, Female . BCO1E
PA63, PP67-C, -D . . M979 to Amphenol Plug 573024 BCO1F
PAB3 to PR68-D .M978 to Amphenol 5730240, 24 Pins . BCO1H
8/, 8/L, 12, DCO2 . . M850 to EIA RS232-B, Female ..... BCO1J
VC8-E to VR12.. .Cable from M869 (H856) to VR12 BCO1K
VC8-E to VRO3 . . Cable from M869 to TEK 602, 604 . BCO1L
DCO4-CN, -CP .BCO1A for Receive Only ........ BCO1M
AD15, AA15 . M908 to H929-C, Twisted Pair, 4 Ft. BCO1N
AD15, AA15 . M908 to H929-D, Twisted Pair, 4 Ft. .. BCO1P
DC11-D .. .M970 + BCO5C or M9700, 25 Cond, to BCO1R*

MANY . MATE-N-LOK Extension Cord (3 Wires) ...... BCO1S
8IE .... . H856 to RS232-C Male, 15 Conductor, 25 Ft. . BCO1V*
DP8-EB, DQ11 . . Bell 303 Series Modem Cable (H856 to Burndy MD 12MXP17TC) BCO1W

DC10-B, -E... .15 Bare Wires to RS232 Male, Data Set, 25 Ft. ..

.15 Bare Wires to RS232 Male, ACU, 25 Ft.

.. M9761 to M9762, 9 Coax ..
WO011-W011 Ribbon
WO011-W021 Ribbon ..

DUPAN sssmvssinnusvasssinanins H855 to 1213039 3M Cable Extender,

= Cables featured in this handbook



12-11664 Both Ends 50-Wire 3M Shielded .
WO011-W028
W018-W023 Rlbbon
W018-W027 Ribbon
WO020-W020 Ribbon
W020-W023 Ribbon
WO021-W021 Ribbon .
WO021-W022 Ribbon .
WO021-W028 Ribbon .
W022-W022 Ribbon .
WO023-W023 Ribbon .
W023-W027 Ribbon .
WO024-W024 Ribbon .
W028-W028 Ribbon
M908-M908 Dual Rlbbon

2

ERIB .o o PSS b et vl 16-Wire 9" 16-Pin Dip-to-| Dlp 15-Wire to 3rd 16-Pin Dip, 3 Ft. Overall
For Selectable Baud, Half or Full Duplex

ERIB .iiiicivaivainisisineaiasias BC02Y-03 Except 14-Wire to 3rd Dip, Also Selectable Line Local . BC02Z
WO011-W011 Flat Coax ... BCO3A
W011-W021 Flat Coax, 7( BC03B
W021-W021 Flat Coax ... BCO03C*
WO021-W022 Flat Coax ... BCO3D
Wo31-W031 Mylar, 7405552 BCO3E
WO033-W033 Mylar, 7405553 BCO3F
M901-M901 Dual Mylar ...
W021-W028 Flat Coax ...

WHERE USED DESCRIPTION

BC TYPE CABLES

Cables featured in this handbook




BCO3L - BCO4P
DESCRIPTION MODEL

-.- H856 to Filtered RS232-C Male for Panel Mount, 15 Conductors
- RS232-C Female Both Ends, Null Modem ..

- AMP 4-Pin Type 4 Both Ends, Coax, 100 Ft.

- RS232 Female Both Ends, Null Modem Cable

- 1211664 Both Ends (3M 50-Pin) Flat UL 50-Wire Cable

- MATE-N-LOK to 283B Socket, 4 Wires .

- H856 to 283B Plug, 4 Wires .
H855 to H855, Flat UL 40-Wir

-~ X Bus Extender, BCO8H Modified .

LAXX NS, LA36 W Rocker Switch
LAXX-NS, LA36 W Control Keypad

-- 4-Pin MATE-N-LOK Both Ends, 2 Pairs Shielded
3 Conductor Faston to Faston
16 Conductor Dip-to-Dip-to-Dip .
RS232-C Female Both Ends, 6 Wires W RTS-CTS, Null Modem .
WO011 Ribbon, One Board Only
WO018 Ribbon, One Board Only
W020 Ribbon, One Board Only
WO021 Ribbon, One Board Only
W022 Ribbon, One Board Only
W023 Ribbon, One Board Only
W024 Ribbon, One Board Only
WO027 Ribbon, One Board Only .
W028 Ribbon, One Board Only .
WO011 Coax, One Board Only .
W021 Coax, One Board Only .
W022 Coax, One Board Only ...
M904 Dual Coax, One Board Only ..

= Cables featured in this handbook



KSR33 or 35 for 8/E, 11, 15 ...

.. Male MATE-N-LOK to 4 Rings (7006593) . .
ASR33 or 35 for 8/E, 11,15 ...

.. Male MATE-N-LOK to 6 Rings (7006594) . .
M901 Dual Mylar Shielded, One Board Only
M903 Dual Mylar, One Board Only .....
M908 Dual Ribbon, One Board Only ...
...WO32 to Microdot Coax, One Board Only

.M923 to Microdot Coax, One Board Only
. H856 to 3M Cable, One End Only ....
.7405152-1, W032 to W032, 7005142
. 7008412, M923 to M923 Ribbon ..
. H856 to RS232-C Male, 25 Cond. ..
.. RS232 Male to RS232 Female, 25 Con ..BC

Switch Box & Cable for German Modem, G857-YA to Cinch DB51226-1 BCOSE
... MATE-N-LOK Male-Male 7-5 5-7 3-2 2-3 v

. 120V 3-Wire Grounded 7AMP Line Cord to H400-A .

555 TU55 TUS6 .

Ittt i
555, TUSS, TUS6 -

DFB E 3
EIA Ext Cord

DF11-A, DF11-K, LA30-S ..

. 240V 3-Wire Grounded 4AMP Line Cord to H400-B . BC05J
. H855 to H855 3M Not Shielded Reversed (A to VV) . BCO5L
. H856 to MATE-N-LOK, 6 Wires (7008360) BCOSM*
.LPSVC to VR14, VR20, 10 Ft............. BCO5N
.LPSVC to TEK 601, 603, 604, 611, 613, 10 Ft BCOSP
LPSVC 10 TEK 803, 100Ft. ... 0oveeonnnonooss BCO5R
. LPSVC to SCOPES W 3 BNC Connections, 10 Ft. BCO05S
. 120V 3-Wire Grounded 12 AMP Line Cord to H400-C BCOST
. 240V 3-Wire Grounded 7 AMP Line Cord to H400-D . BCO5U
. BCOSF Shielded, 70-09365 ................... BCO5V
.12-11664 to 12-11664 50-Cond 3M Shielded . BCOSW*
.. MATE-N-LOK Male to Female, Pins 2, 3,5, 7 . BCO5X
WHERE USED DESCRIPTION MODEL

BC TYPE

= Cables featured in this handbook
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BCT
WHERE USED DESCRIPTION

....DC Power Cable, +5V, —15V, GND, G772 to Fastons .
.. H856 to V35 Cable, 25 Ft.

-A, LPC11-A .
LPC8-B, LPC11-B .
LPC8-C, LPC11-C .
LPC8-D, LPC11-D .
LPC8-E, LPC11-E
LPC8-F, LPC11-F ..
LPCO1, LPD11, LPD8

M908 to PHOTON 7000 ....
M908 to PHOTON Pacesetter
M908 to HARRIS Intertype .
M908 to COMPSTAR 191 .....

M908 to M908, 15 Shielded TW PR .

H7004-B HB885 to H885, Mirror Connections (A
H7004-C .. 12-11664 to 12-11664, Mirror Connections (A to B, etc.)
MASSBUS .. H855 to H855, 3M Shielded W Drain Wire, 40 Cond
MASSBUS Devices 1211591 to 1211591, 60 Twisted Pair ....
0LV . eaae M908 to M908, 15 Shielded Twisted Pair
VT20-B, -C, -M 70-09933 Replacement, M908 to M908, 15 Shielded TW PR, 50 Ft.
MASSBUS .. Shielded BC06S: 1211591 EA End, 60 Shielded TW PR .
H856 One End Only, 20 Twisted Pair, M1501 Connect
H856 One End Only, 11 Twisted Pair, M1801 J1 Connection:
H856 One End Only, 11 Twisted Pair, M1801 J2 Connections
H856 One End Only, 2 20-Conductor Ribbons .
VR14 Cable .....
TEK 613 Cable .
8/, PB/IL + Bus ... .
8/l, PBIL + Bus .

8/l + Bus M903 to 2 W031 Shielded Mylar
MS904 to 2 WO11 Flat Coax .
.W031 to WO031 Flat Shielded Mylav

8,
* = Cables featured in this Ilandbook
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PC11 M903 to M925 Flat Shielded Mylar

8IE Internal Bus EXP, M936 to M937

8/E H856 to M953, 40 Cond 3M .......

8IE M955 to H856, 18 SIG, 2 10 OHM, 40 Cond 3M

8/E M954 to 2 H856, 36 SIG, 4 10OHM ............. . BCosL
8IE HB807 & M901 to 2 Mylar Cables to M901 & H807, 11 In. .BCO8M*

M904 to M904 Dual Round Coax ....
M904 to 2 W021 Dual Round Coax
H856 to H856 3M Shielded, Reversed (

TU10, 8 Pos Bus
TU10, 8 Pos Bus

H856 to H856 3M Shielded Straight Connections .BCO8S*
HB856 to H856, 12 Wires, Reversed (A to VV) .. . BCO8T

H807 to M922, 2 Mylar, 1 Ft. 9 In. ........... BCO8V

50-Pin Berg to 4 25-Pin RS232 Female, 37 Wires . BCO8W
50-Pin Berg to 4 8-Pin MATE-N-LOK, 16 Wires . BCO8X

50-Pin Berg to 50-Pin Berg, 50 Wires ...... BGO8Y

50-Pin Berg to 1 RS232 & 3 MATE-N-LOK . BC08Z
/O Bus H350 to H350, 7005313 ... BCO9A
/0 Bus M912 to M912 . BC09B
/0 Bus H350 to M912 . BC09C
W851 EA End Round Coax or W855 + W856 EA End Flat Coax . BC10A
Margin Check Cable ............. .BC10B
Disk Cable H352 to Burroughs . BC10C
Mem Bus H351 to 4 W028 . BC10D
1036 to 2 W028 Coax, l/0 Bu . BC10E
W857 + W858 EA End, 4 9-Cond BC10H

AMP QUICK-LATCH to 2 H857 & 2 H858 89-Cond Coax .

10 Mem Bus
.. AMP QUICK-LATCH Each End, 72 coax

10 Mem Bus ..

WHERE USED DESCRIPTION MODEL




BC1OL - BC11X
DESCRIPTION MODEL
. AMP QUICK-LATCH to 5 W021
. QUICK-LATCH Coax to 6 W021
.MASSBUS ZIF (1211591) to AM
. 7006260 Cable and 1205857-02 Plug
. Communicator Cable for TX05 Cont. Switch (17-00094)
Emergency Power Off Cable, 6 Cond (17-00095)
BM Bus & Tag Cable (17-00096) .
Channel Bus Cable, 70-10078 ...
M919 to M929 Flat Mylar External UNIBUS

Rugged 11 to Non- ugg 3 M976 Flat to 12-10525................
Rugged 11 Internal ... M976 to Burndy Male 128 Pin (12-10525)
DF“ BA, DF11-BB . 20 Pin 1210918-27 to 8 Ring Lugs .....
BC11A W 2 H807 on M9191 at the M919 End
H856 to M977 3M Cable M903 Conn ..
H856 One End, 20 Pair, 25 Ft. 7008883
H856 24 Shielded Twisted Pair, One End Only
H856 to Coulter-S 17 Wires .................
M9192 to M9292 (Both 8.5") External UNIBUS .
M9193 to M9293 (Both §") External UNIBUS ...
M9193 to M9292 (5" to 8.5") External UNIBUS .
H856 to HB856, 18 Twisted Pair ................
1211206-03 Both Ends, 20 Cond Flat Shield 3M Cable .
40-Pin Berg to 4 25-Pin RS232 Female ..
HB856 One End, 20 Twisted Pair .
DMS11-D to CS11-AA Cable .
.3 DMS11-B or -C to CS11-AA Ca e .
= Cables featured in this handbook
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-BC10P
-BC10T
-BC10V
-BC1OW
-BC10X
-BC10Y
-BC10Z




.. Extension Cable for VR12 Display, 7006254 . . .
1/0 Box Cable G782 to G777 ..

...BC12A
-BC14A
.BC14B
.BC14C
.BC14D
.BC14E
.BC14F
.BC14H
.BC14J
...BC14K
-.BC14L

or Tes

MATE-N-LOK Both Ends Dual Shielded Twisted Pair
2 HB856 to 42 Pin Winchester, 36 Twisted Pair .......
14/30, H912 .. RT Angle RS232 W Hold Downs Both Ends, 25 Cond
DA14 E KAB-E . 3 H856 to AMP 63-Pin, %' Dia. PDP-14/30 ..
14, KLB ..... HB856 to AMP 11-8, 4 Wires ...
..3 M908 to AMP 63-Pin, %" Dia.
6-Pin MATE-N-LOK to 37-Pin AMP, Dual Shielded TW PR ..

14
DMCB8-E, SMCO1 .

-BC20A
.BC20B
.BC20C
.BC20D
-BC20E
.BC20F
-BC20H
-BC20J*
-BC20K
DLV11-J to DLV11-J, 2X5-Pin AMP Connectors Both Ends, 50 Ft. .BC20M
DLV11-J Null Modem Cable, 5 Ft. ...........ccoovvvnennn..n .BC20N*
Interconnect Cable, 3M 3365-40 Cable, H855 Both Ends . .BC20P
Fiber Optics Cable, 2 Lines . .BC20R
1216276-01 to 1216272 Tempes 5 .BC20S
. EIA Cable: 10-Pin Berg to 25-Pin Cmch (RS232) ..BC20T

120V 3-Wire Grounded 7 AMP Line Cord to H402-A
240V 3-Wire Grounded 4 AMP Line Cord to H402-B
M9006 Both Ends, 2 3M Cables, 40 Sigs ..
M9011 Both Ends, 2 3M Cables, 40 Sigs . .
MATE-N-LOK Male-Male 7-5 5-7 3-2 2-3 Shielded with Ground Wire .
H856 to H856 3M Shielded, Reversed, Foam Wrapped

1211206-03 Both Ends, 20 Cond 3M Shielded, Foam Wrapp
RLO1 Drive Cable (70-12122) ..

VTlXXAH DM11-XF
Tempest TER-GPU .

WHERE USED DESCRIPTION MODEL
BC TYPE CABL

s featured in



BC TYPE CABLES C20U - BC23

WHERE USED DESCRIPTION MODEL

.RS232 to 1216272-01 Tempest Cable, 6-Wires . .BC20U
.1214268-02 10-Pin AMP to 1210918-15 40-Pin Berg -BC20Y
1214268-02 10-Pin AMP Both Ends, 2TW PR, 2 GNDS, 25 Ft. .BC20Z

Tempest ...
TU58-AB, -BB, -CA .

DLV11-J . .2 5-Pin AMP To 10-Pin Berg .BC21A
DLV11-J . 2 5-Pin AMP to RS232-C .. -BC21B*
MNC11 EIA Printer/Terminal Cable, RS232 25-Pin to 9-Pin, 10 Ft. .BC21C
DLV11-J, VT100 2 5-Pin AMP To Female RS232-C ..............c.ceunn. -BC21D
NCV11 ... 8 BNC to 6-Pin AMP + 2 BNC, 8 Coax, 25 Ft. (7016455-25) . .BC21E
LA34, LA38 EIA Extension Shielded, 5" Out of Each End, 12 Wires .. -BC21F
LA34, LA38 . MATE-N-LOK Both Ends, 4-Wire Shielded, 4" Out Each E .BC21H

9-Pin EIA Female to 25-Pin RS232 EIA Male, 9 Wires, 25 Ft. . -BC21J

N MNCFT.. .RS232 Male to Male, 25 Wires, 1 Foot .. .BC21K
* Tempest Berg to MIL Baynet Filtered, Shielded .BC21L
M7142 . 12-14268-02 (10-Pin) Each End, 4 Wires .. .BC21S
M7142, LKO2 . 1210918-25 to 1210918-15 (20 to 40-Pin Berg), 15 Wires -BC21T
M7142, LKO2 . 1211026-03 to 1210918-15 20-Pin Berg, 20 Wire Flat .. .BC21U

M7142, RS170 . 12-12876 BNC to 12-15047 5-Pin Molex, 2 Wires . .BC21vV
M7142, Monitor 12-15047 5-Pin Molex to 12-11087 20- Pln Edge, 6 WI .BC21wW
M7142, 20 MA . 1214268-02 (10-Pin) to 1210918-15 (40-Pin Berq), 20 MA -BC21X
M7142, RS232 . 1214268-02 (10-Pin) to 1210918-15 (40-Pin Berg), RS232 ..BC21Y
VT100, LA34/120 . -Null Modem EIA RS232, 3 Twisted Pair Shielded, Molded Connectors

BC22A-10 Except 25 Ft ...BC22A*
VT100, LA34/120 . -14-Wire EIA RS232 Modem Extension, Molded Conn, 10 Ft. .BC22B*
VT100, LA34/120 . 14-Wire EIA RS232C Modem Extension, Molded Conn, 25 Ft. .BC22B

LAS12C.......
VT1 00, LA34/120

" Sy B =

25-Wire EIA RS232 Modem Ext, Molded Conn, W Shield, 10 Ft. .BC22C

.BC23A



VT100, LA34/120 ..

.. Kit of 5 BC22A-25 ..

Kit of 56 BC22B-10
Kit of 56 BC22B-25 .

DLV11-J 1214081 Filtered 25-Pin Male to 1214286-02 BC24A
DLV11-J Filtered 25-Pin Female to 1214286-02 Null Modem Calbe, 5Ft.. BC24B
DLV11-J 25-Pin Female 1210493-02 to 10-Pin 1214268-02 Null Modem, 10 BC24C
VK100 Y Cable (17-00197), Female 25-Pin RS232 to 1 Male & 1 Female, 1 BC26B
H332 . HB855 to Screw Terminals, 19.5” ............ BC40A
H332 ... H855 to HI—Current Terminals, 19.5" UL . BC40B
DDO1, DDO2 HB807 to 34 KULKA 670A Terminals ....... BC40C
........ Cable Connector Assembly Kit, H807, Pans. 6 Ft. Cable . BC40D
ICS 11, ICS8, ICS-X . H8030 to 34 Terminal Strip, Twisted Pair, 2( BC40H
ICS11, ICS8, ICS-X 1211425 (DBL MOD) to ngh[ Angle RS232, 25 W es BC40J
ICS11 ICS8, ICS-X Analog Cable in BC40H, 18" ......................... BC40K
....... H855 to PC BD Turret Lugs & Screw Terminals, 50 Wires, 19.5 BC40L
DDO1, DD02 M945 to M946 Double Mylar .. BC41A
DPMOT1 ... CPC To EIA Null Modem ..... BC41B
DPMO1 . CPC To Female MATE-N-LOK, 20MA, 100 Ft. BC41C
11/44 . EIA RS232 Filtered Cable Assembly (74-22419) BC44A
11/44 . Cable Adaptor from RS232 to EIA RS422/423 (70- BC44B
11/44 . Cable Adaptor from RS232 to 20MA (70-16498) . . BC44C
11/44 . Cable Assembly to TU58 (70-16496) ... BC44D
DMP11 . AMP 4-Pin Type 4 Both Ends, TRIAX .. BC55M
DMP11 . AMP 4-Pin Type 4 Both Ends, TWINAX BC55N
PDM70 . 1211374 to 1205886 RS232, 25 Cond, BC70A
PDM70 ... .. 1211374 One End Only, 44 Cond.
WHERE USED DESCRIPTION

YPE CABLES




BC TYPE CABLES
WHERE USED

DESCRIPTION

PDM70 .

VT78 RX78-P
VT78, 2 RX78-P
V178, LQPO1 .
VT78, LA180-P .
RLO1 to RL8-A .
BA903/4/5

N LA36, VTS0 .......................
PTO8DA, DPO1A, DCOBLD,

PTOSDA DPO1AA,
Modified, DPO1A
PDP-11 (DC11)
PDP-15 (Datel C:
PDP-8 (KL8-E)
DS10

.. 1211374 to Right Angle Male RS232, 25 Cond. 25 Ft.

..2 HB07 to 34 KULA 670A Terminals, 4 Ft

.. Molded in 15 Ft. From Conn to Fly Leads ...
.. BC99A W W023

.. BC99A W Side (Top Clamp) for PDP-11

H856 to H856, Mixed Up Connections, Round Cable .
8/E to 8/A Cable, 2 M936 to M9360, Flat Mylar .......
37 “D" Male to 25-Pin “D" Male, 18-Wire Round Cable
37 “D"" Male to 2 25-Pin “D" Male, 36-Wire Round Cable .
50 “D" Male to 50-Pin Berg, 50-Wire Round Cable, 25 Ft.
H856 to 50-Pin “D" Type, 22-Wire Round Cable .
40-Pin ZIF To H854, 13 Pair ...............

UK Barrier Cable for Multiplexers .
UK Barrier Cable for Terminals .....

D-Type GPO Modem Connector, 25 Ft. Cable to Barrier on PC BD ...

D-Type GPO Modem Connector, 25 Ft., 12 CKT Barrier Assembly

BC99A W W023 For PDP-15
BC99A W End For PDP-8/E .
BC99A Modified for DS10
BC99A Modified for DP11
BC99A Modified for DC11
BC99A Modified for DN11
BC99A Modified for DP8-E .
BC99A Modified for Datel, 28 Ft.
BC99A Modified for DJ11




.BC99A Modified for VT05....
BC99A Modified for DN11-DA
BC99A Modified for DU11
BC99A Modified for DCO8 .
BC99A Modified for DV11

Jumper Cable Assembly: M9400-YD & M9401, 2 BCO5L Cables .

Jumper Cable / Term Assembly: M9400-YE & M9401, 2 BCO5L Cables BCViB
1211591 Both Ends 2 BCO3U 40-Wire Flat Cables 36 SIG 48 GND .. BCVIC
..BCV1B W Refresh & Boot #1: M9400-YJ, M9401, 2 BCO5L Cables BCV1D
Instrument Bus Cable, 6 Twisted Pair, 18 Other Wires, LL Meters BNO1A

V.35 Null Modem Cable, LL Meters in Length ................. . BNO1B
.. H877 to Instrument Bus Connector, LL Meters (See BNO1A) .

ICS11 Cable to Terminal Strip, LL Meters .

ICS11 Analog Cable, LL Meters ........... BN40B
VT50 EIA Module to RS232, 7.6M (Data Only) . BNS50A
VT50 20MA Current Loop Cable to MATE-N-LOK, 4M . BN50B
VT50 20MA Current Loop to 283B Plug, LL Meters BN50C
V152 EIA Module to RS232, LL Meters ............. BN52A
V152 20MA Current Loop Cable to MATE-N-LOK, LL Meters .

V152 . 20MA Current Loop to 283B Plug, LL Meters ..
VT61T-AM, -AN . ..20MA Current Loop to 283B Plug, 7.6 Meters ..
WHERE USED DESCRIPTION MODEL

B YPE CABLES
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